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WATER BLOCK
fluid applied asphaltic rubber waterproofing material

IWS Water Block is an industry changing technology that combines the elastic properties of 
modified rubber with the weatherproofing and waterproofing characteristics of emulsified 
asphalt. The fluid-applied material forms to a single-set, fully adhered monolithic and seamless 
membrane that results in a high-performance waterproofing membrane that bridges shrinkage 
cracks and will move with created expansion and contraction of surfaces. 

The membrane is VOC-free, environmentally friendly, rapidly installed, and provides the complete 
solution for all waterproofing applications. The materials versatility allows for both hot and cold 
applications and the material can be applied using a single-component, low-pressure sprayer 
or with a brush or roller. This primary product is supported by a complete line of waterproofing 
components (protection board, filter fabrics, drainage boards) to form a superior performance 
asphaltic-rubber waterproofing system with distinct advantages to the applicator, designer and 
general contractor. Can be applied over green concrete.

Also available, IWS Water and Sun Block which adds elastomeric materials to the modified rubber 
and emulsified asphalt to provide UV protection for above-grade waterproofing applications. This 
material is available in gray and tan colors.

FEATURES and BENEFITS

Elongation & Recovery
Superior elongation of over 1500% elongation that 
delivers exceptional durability and performance over 
high movement areas. 

True Waterproofing
Passes a 150psi hydrostatic head, .028 perms per 
ASTM E96-05 and demonstrates extremely low water 
absorption.

Tenacious Adhesion
Adhesion of greater than 12lbf/in. (concrete) and 11lbf/
in. (wood). Adheres to most any substrate.

Self Repairing 
This is a very unique benefit that most products don’t have. The Water Block membrane is self-sealing 
when punctured and has self-healing properties when cut.

Environmentally Friendly
Water Block is an environmentally friendly, water-based, VOC-free system that is entirely 
cold applied; eliminating heat sources, torches, and dangerous gasses. IWS products are 
LEED certified earning business and building owners LEED credits.

Application Information on Page 2
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WATER BLOCK
fluid applied asphaltic rubber waterproofing material

APPLICATION
Preparation
Please read all information in the general guidelines, 
product data sheet and safety data sheet (MSDS) before 
applying material. All surfaces should be free of loose 
materials, oils, grease or other foriegn materials and 
should be removed prior to application according to the 
means recommended by the manufacturer. All cracks, 
penetrations, corners, terminations and transitions 
should be addressed prior to installation. 

WATER BLOCK is not designed for long term UV 
exposure, although it can be top coated.

Dry Time (@ 70°F & 50% RH) - 4-6 hours to the touch, 
4-6 hours before exposure to shedding water. Full cure in 
24-48 hours. Cure time will vary depending temperature 
and humidity.

Directions
1. Surfaces should be dry and free of dirt, oils, grease.
2. Apply only temperature is 20°F / -6°C or above.
3. Mix product slowly, 5 minutes per pail, 15 minutes 

per drum, 30 minutes per tote.
4. Apply using sprayer (hot or cold), or brush/roller.
5. Avoid applying within 1 hour of rain.
6. Close container after application to avoid skimming.
7. Backfill 
8. Cleanup - Tar Remover, Diesel Fuel, Citrus Cleaner
9. Store at temperatures above 40°F / 4°C

Available in 5-gallon pails, 55-gallon drums and 
275-gallon totes.

Coverage
Up to 25 sq. ft. per gallon @ 60 mils, depending 
substrate. Recommended 60 mil system thickness.

Safety data sheet available at:   
WaterproofingRedefined.com  
TECHNICAL HOT-LINE (616) 551-2610


